
 
 
 
 
 

HDPE Composite 
Ceiling Tile 

 
 
 
Innovative Thermal Technology in a suspended ceiling. 
 
Our ThermaCool® HDPE Composite Ceiling Tile 
incorporates phase change material to provide a 
complete suspended ceiling for light weight systems 
that absorb, store and release excess latent heat from 
within the building, as well as stabilising the moisture 
content within the room. 
 
The ThermaCool® HDPE Composite Ceiling Tile offers 
an easy to install, cost effective and lightweight 
thermal mass solution with combined acoustic 
performance.

 
 
 

DETAIL VALUE 
Product Code: TCHDPE 24-575 
Composition: Mineral Fibre. 
Total Heat Capacity: 315Kj/per panel. 
Dimensions: 600mm x 600mm 
Thickness: 10mm / 25mm / 29mm 
Weight: 1.2kg – 2.4kg / m2 
Edge Profile: Square 
Surface Finish: Smooth / Textured / Perforated. 
Acoustic Performance (EN ISO 354:2004): Euroclass A EN ISO 11654 / Euroclass B / Euroclass C 
Reaction to Fire (Test Standard EN13501-1): Euroclass A2 / S1 / D0 
Thermal Conductivity: N/A 
Humidity Resistance: 10μ (dry), 4μ (dry) 
Installation: 24mm / 15mm 600mm x 600mm ThermaCool CLIC IN GRID 

Light Reflection: 75% - 88% 
Cleanability: Periodic cleaning with a vacuum and wet wiped with a damp 

cloth. 
Tolerances: Thickness: +/- 2mm 

Length: +/- 1mm Diagonal: +/- 1mm 
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